
AQ-07LW

IP INDOOR VIDEO
ENTRY PHONE

The AQ-07LW is designed to upgrade an existing 

systems in buildings without changing the cable.
It can be connected to some older 2-wire cable

or legacy 2-wire intercom system in an apartment 
building or other buildings, to be used in modern 
IP intercom systems.

Main features
Display: 7” TFT LCD, capacitive
touchscreen.
Screen resolution: 800 x 480.
Built-in camera: No.
Power: Po2W (Power over 2-wire port).
Power consumption: 6 W,
standby 2.5 W.
Dimensions: 235 x 145 x 18 mm.
Colors: Black, White.
Body: Plastic.
Installation Type: Wall mount.

Possibilities of connection
Number of individual panels: Up to 9 panels.
Number of multi-apartment panels: Up to 9 panels.
Connection of additional monitors: Up to 8 monitors.
Memory function: Record photo into internal
memory (64 photo).
Interface: Multi-language graphical and
WEB interface.
Number of IP cameras: Up to 8 cameras.

Functional capabilities
Intercom type: Audio Intercom, no built-in camera.
Support of receiving messages: Yes.
Select the type of screensaver in standby mode:
Single IP camera live viewing.
Do Not Disturb: Yes, customizable by time.
Silent mode: Yes.
Software update: 
     From the web interface
     From BAS-IP updates server
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