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SMART VIDEO INTERCOM - L
Cloud-based access  cont ro l 

fo r  res idents  and guests .

RFID SOLUTION: 

T o t a l  a c c e s s  s o l u t i o n .  
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PASSPORT RECEIVER 
Expand your  so lu t ion  to  include rad io 

cont ro ls  such as  the  Secur i ty+ 2 .0 ® 
rece iver  compat ib le  wi th  a l l 
s tandard  Wiegand pro toco ls .  

RFID READER 
Des igned for  qu ick  ins ta l la t ion 

and easy  access .

R F I D  L O N G - R A N G E  R E A D E R  A N D  V E H I C L E  T A G S

READS RFID TAGS 20–30' AWAY, REDUCING VEHICLE CONGESTION.

SIMPLE DISTANCE ADJUSTMENTS WITH RF D IAL ON WIEGAND MODULE;  NO 
NEED FOR LAPTOP.

VERSATILE DUAL-PURPOSE RFID TAG CAN BE MOUNTED TO HEADLAMP OR 
WINDSHIELD (PLASTIC OR GLASS SURFACES;  NO BATTERY REQUIRED) .

DURABLE APPLICATION :  ABLE TO WITHSTAND MOST CL IMATES, 
TEMPERATURES AND CONDIT IONS, INCLUDING CAR WASHES. 
 
UL® 294 TESTED FOR PROVEN DEPENDABIL ITY. 
 
COMPREHENSIVELY TESTED TO ENSURE RF ID SYSTEM WORKS 
SEAMLESSLY WITH CAPXLV, CAPXM, CAP2D AND myQ Communi ty  TO 
CONTROL YOUR L IFTMASTER GATE OPERATORS. 

UNIQUE IDENTIFICATION APPLIED TO EACH INDIV IDUAL TAG FOR 
COMMUNITY AND V IS ITOR TRACEABIL ITY. 
 
NON-TRANSFERABLE AND DESIGNED TO BREAK ON REMOVAL TO 
PREVENT RF ID TAGS FROM BEING STOLEN OR MISUSED.

SEAMLESS OPERATION  BY  L IFTMASTER PROPRIETARY RF ID TAGS, 
WORKING EXCLUSIVELY WITH OUR RF ID READER.

SECURE

RELIABLE

L I F T M A S T E R ®  P R O P R I E T A R Y 
R F I D  L O N G - R A N G E  R E A D E R 

A N D  V E H I C L E  T A G S 
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SMART ACCESS 2-DOOR 
CONTROLLER 

Cloud-based, c redent ia led 
access  cont ro l . 
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DUAL-PURPOSE VEHICLE RFID 
TAG (WINDSHIELD/HEADLAMP) 

Pass ive  ident i f i ca t ion  dev ice 
(no  ba t ter y  requ i red )  fo r  use  on 

veh icle  p las t ic  o r  g lass  sur faces .

 REARVIEW MIRROR 
RFID HANG TAG 

Conven ient  and easy  so lu t ion  fo r  v is i to r 
passes , loaner  veh icles , s tudent / facu l ty 

park ing  and employee access  cont ro l .

K E Y  F E A T U R E S
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L IFTMASTER PROPRIETARY  
COMMUNICATION 
Opera tes  Seamless ly  wi th 
CAPXLV, CAPXM and CAP2D*

NON-TRANSFERABLE 
DUAL-PURPOSE TAG 
Breaks  on  Remova l

PASSIVE TAGS
No Ba t ter y  Needed

P R O D U C T  G U I D E  L M S C 1 0 0 0 / L M U N T G / L M H N T G

GATE OPERATORS 
CSW24UL/CSL24UL/HCTDCUL

Ensure  qu ick  and safe  access  fo r 
res ident ia l  communi t ies  and 

commerc ia l  app l ica t ions . Pa i r  w i th 
CAPXLV for  remote  sys tem d iagnost ics .  
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TOTAL SOLUTION:
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Also  compat ib le  wi th  EL2000SS and EL25. 
I f  spec i f ic  fac i l i t y  code and s tar t  ID  are  requ i red ,  
use  spec ia l  par t  numbers  SPLMUNTG and SPLMHNTG.
Only  needed wi th  CAP2D.
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Read Zone

LMUNTG

CAPXL

RF Coverage Area

CSW24UL

Reader Must Be Within 
Wiegand Distance 
(Approx. 325')

LMSC1000

6.7

S T A N D A R D  S P E C S .

M A S T E R F U L  E N G I N E E R I N G .
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-  Long-Range Reader Recognizes 

RFID Tags 20–30'  Away

- Reader Passes Informat ion to 

L i f tMaster  Access Contro l  System

- Tag Speci f ica t ions

     -  Faci l i ty  Code Range: 1–255

     -  ID Range: 1–65,535

POWERCAPACITIES

 - L i f tMaster  Propr ie tar y  Sys tem/Reader 

(LMSC1000)  Funct ions  On ly  wi th 

L i f tMaster  Propr ie tar y  Tags  (LMUNTG/

SPLMUNTG, LMHNTG/SPLMHNTG)

 - Reader  Fea tures  Var ious  Mount ing 

Opt ions  fo r  Qu ick  and Easy 

Ins ta l la t ion  (Square  or  Round Post 

Ins ta l la t ions ;  U-Bo l ts  Included)

 - One-P iece  Des ign  o f  Tags  Is  Easy  to 

Read and Aesthet ica l l y  P leas ing

 - Dua l-Purpose Tags  (LMUNTG) 

are  Non- t ransferab le , Becoming 

Inoperab le  Once Adhes ion  Is  Broken

 - L i f tMaster  Hang Tags  (LMHNTG)  Are 

a  Conven ient  So lu t ion  Tha t  Of fer 

F lex ib i l i t y  fo r  Users

 - Tags  Can Be Mounted Hor izonta l l y 

(Pre fer red )  o r  Ver t ica l l y

MECHANICS

SHIPPING WEIGHT ( in  lbs . )

S H I P P I N G .

L M S C 1 0 0 0 / 
L M U N T G / L M H N T G

L IFTMASTER ® PROPRIETARY RFID  

LONG-RANGE READER AND VEHICLE TAGS

For  Suppor t  Too ls  and Tra in ing  V ideos , V is i t 
Li f tMasterTraining.com

For  More  In format ion , V is i t  
Li f tMaster.com/AccessControl

Sales  Suppor t : 800.282.6225
Techn ica l  Suppor t  Center : 800.528.2806
Lif tMasterDealer.CustHelp.com/App/Ask

-  Power  Supp ly : 12VDC, 3A 

( Included)

-  Power  Supp ly  Needs to  Be P lugged 

in to  a  120VAC, 60 Hz  Supp ly

-  Power  Supp ly  and Wiegand Module 

Requ i re  a  Waterproof  Enclosure

DIMENSIONS
-LMSC1000 L i f tMaster  RF ID Reader : 

 10 .25"  W x  10.25"  L  x  1 .25"  D

-LMUNTG L i f tMaster  Dua l-Purpose 

RF ID Tag: 1 .0"  W x  3 .15"  L

-LMHNTG L i f tMaster  RF ID Hang Tag:  

 3 .25"  W x  4 .75"  L

S E R V I C E  K I T S .

FCC AND INDUSTRY 
CANADA COMPLIANT

K-AUMB  
-  RF ID Mount ing  Bracket  

OPERATING  
TEMPERATURE

-4°F to 122°F
(-20°C to 50°C)

CARTON (1) 
  19"  x  14.25"  x  4 .25"

-  LMSC1000 RF ID Reader
-  Wiegand Module
-  Power  Supp ly
-  Mount ing  Brackets
-  U-Bo l ts

K-S2W   
-  Wiegand In ter face  Module

ANTENNA
 - C i rcu lar  Po lar i zed

FREQUENCY RANGE
 - 902–928 MHz

SUPPORTED PROTOCOL
 - ISO 18000-6C/EPC C1 G2
 - ISO 18000-6B

READ RANGE
 - 20–30'  (Depend ing on  
Tag P lacement )

WARRANTY
 - 1  Year

STORAGE TEMPERATURE
 -  -4°F  to  176°F  
( -20°C to  80°C)

CONNECTIVITY
 - 26-B i t  Wiegand (D0, D1, GND)

INPUT
 - (1 )  Power  Input
 - (1 )  Loop Detector  Input

OUTPUT
 - (1 )  Wiegand Output

KSC12-3A  
-  RF  Power  Supp ly  3-amps


