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MAX CLOUD APP UNIQUE FEATURES

Guest Pass:

Text temporary passes to guests. Guest simply
click on a link in guest pass text message. These
passes have a “start date” and “expiration date”
and can be time restricted

Manual Release Slider Gate:
Turn on manual release via app to allow a
slider gate to be pushed open.

This feature works on the following Max
fail-safe sliders operators: Max 1200 FS
PRO, Max 1700 FS PRO and Rhino 4000 FS

(For admin/manager use only) Manual

Release

Diagnostics/Error Log:

Remotely monitor a MAX gate operator by
downloading last 20 errors in an Error Log. View
diagnostics page on app that shows Input voltage,
current draw, current gate position, gate date/time

Auto Open / Close Timer:
7-day timer to auto open or close gate -
programmable via Max Cloud App

Text Alerts for Real Time Notifications:
Optional text messages can be sent to Admin
(manager) users when “Gate Opening’; Gate
tamper’; or “"Gate safety sensor failure” event occurs

Event Log:

Displays all gate site transactions with time stamp.
Events include App gate commands (OPEN /
CLOSE), keycode entries, Wiegand keycode scans
and gate site programming changes




MAX CELL HUB
FEATURES

«Max Cell Hub works exclusively on Max operators (Max
PRO series / Actuators)

«AT&T or Verizon cell data service. Choice provides best
cell coverage for area (models: MAX CELL HUB - AT&T,
MAX CELL HUB - VERIZON)

=SIM card activated on MAX website link (customer info,
IMEI #, payment method)

Cell data plans available:
«Residential/ low cycle Commercial plan 10MB/mo
«Commercial (High usage) plan 100MB/mo

«Works on battery back up

«Supports RS485 peripheral devices (Up to 16):

«MAX Keypads

«Max Wiegand Converter (for card readers, radio receivers,
transponders )




ENCLOSURE
Tamper resistant zinc die-cast : .
front door KEY LOCK

Vandal proof
LCD DISPLAY o EgﬁL?‘}E‘ 753-2378
Sunlight readable display (for - dour phane

greeting, help and other messages) 5 _ - LIGHT SENSOR

For solar power management

SIDE LEDs " SPEAKERS
For goose neck nighttime : For audio messages
visibility '
KEYPAD
Back lit & vandal proof

_ CALL button for visitors
HELP BUTTON Displays phone # to call

To display help messages &
play audio messages

DR RAMMABR KEYCOD YAVA" DD
«Program keycodes with restrictive time zones
«Track keypad keycode entries in event log

WIEGAND INPUT PORT
«Wiegand port to support 26-bit card readers, radio receivers & RFID
transponders
«Program cards/keyfob, radio transmitters & transponder tags via Max
Cloud App and assign optional time restrictions
«Track wiegand device activity in event log

RELAY PORT
«Control access point with dedicated relay

REQUEST TO EXIT (RTE) PORT
«Supports exit switch request on pedestrian gates

PROGRAMMABLE GREETING MESSAGE
«Customize greeting message on keypad display on app

PROGRAMMABLE CALL BUTTON MESSAGE:

«Program on App display message for CALL button with a specific
instruction for visitors. When a visitor pushes the CALL button, the display
message may instruct the visitor to call a specific phone number (i.e.
facility manager or home owner) using their personal cell phone.

«Example CALL button message: “CALL (949) 000-0000 on your phone”

FORCE OPEN KEYCODE CALL
«Force open a problematic gate using this special keycode on Max keypad.
This will Jog the gate open by overwriting the UL sensors of Max operator Button

Operating temp: -20°C to 70°C




RFID
Transponder

Max Wiegand Converter & Max Keypad both have a

wiegand port to support any 26-bit card readers,
radio receivers & RFID transponders

Max
; I Wiegand
. Converter |
Radio Transmitter .. Card Reader
L8 # I . : —

Wireless
Max
Wiegand
Converter

1 mile range

Max Keypad

Max Cloud App

Program Keypad keycodes
with restrictive time zones *

Program Wiegand keycodes for
cards/keyfob, radio transmitters

& transponder tags with

restrictive time zones

3 wiegands keycodes per user

Choose 10f 6
programmable timers P —|

for keycode time zones




MAX WIEGAND CONVERTER

WIEGAND INPUT PORT
«Supports any 26-bit card reader, radio receiver & RFID transponder
«Using the Max Cloud App, program cards/keyfob, radio transmitters &
transponder tags and assign optional time restrictions
«Track wiegand device activity in event log
«Operating temp: -20°C to 70°C

RELAY PORT
«Control access point with dedicated relay

REQUEST TO EXIT (RTE) PORT
«Supports exit switch request on pedestrian gates

INTEGRATED ACCESS CONTROL

ﬁ

RFID
Transponder

RADIO CARD
RECEIVER READER

Max Wlegand Converter Max Wlegand Converter Max Keypad Max Cell Hub

» Max Hub can support up to 16 access points using Max Keypads and/or Max Wiegand
Converter Units

= 3 Wiegand Keycodes per user with optional time zone restrictions.
Supports 3 different 26 bit wiegand devices (i.e. transponder, radio receiver and card reader)

Keypad Keycodes with optional time zone restrictions

Virtual Transmitters (App Users) with optional time restrictions
Guest Passes with date and time restrictions
Auto Open / Close Timer to set daily reocurring schedule for gate operator

Text Alerts on App for gate status, gate tamper and sensor fail events
EVENT LOG to track gate site events on App. Events tracked includes:
- Max Cloud App OPEN commands
- Guest Pass OPEN commands
- Keypad keycode entries
- Wiegand keycodes scans
- All programming changes

* ERROR LOG to monitor and diagnose gate operator issues remotely
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